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Insulated Conductor Support Jib with Hydraulic Articulation 
 

Insulated arm that adapts to crane trucks and digger derricks for faster and safer 
temporary support of energized powerlines. The ICSJ-HA excels at structure and 
insulator replacements while maintaining de-energized work method costs. 

· Increases efficiency by reducing crew size up to 50%  

· Increases safety by lifting the powerlines out of the safe work area of PLTs, 
thus reducing exposure and potential safety hazards 

 
Sub-Trans Series is capable of three phase distribution up to 69kV and high 
voltage transmission lines up to 230kV.  
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ICSJ-HA shown above with 69kv insulators performing energized cross-arm replacement 
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· 180° hydraulic articulation 

· Stows under crane for fast transport and setup 

· Slim profile for larger safe work area 

· Conductor holders with 500 lbs. rating 

· 90° articulation of end conductor holder for 
1,000 lbs. 230KV lift 
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· Continuous leakage monitoring 

· Sealed boom with desiccant 

· 25kV, 69kV polymer insulators and adjustable 
adapters for horizontal and vertical circuits 
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· Isolates linemen from live lines 

· Eliminates cross-arm extensions 

· Increases safe work zone area 

· Strong enough for bisect angles 

· Fully engineered to CSA, ANSI, etc. 
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· Reduces crew size by up to 50%  

· Reduces job labor cost by up to 75% 

· Get more done with smaller crew size! 
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· Hydraulic articulation adjustment on-the-fly 

· Stows below crane for quick deploy 

· Larger safe work area offers peace of mind 
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· Increase utilization of cranes and diggers 

· R.O.I. typically 100%+ 

· Adapts to all cranes and diggers with  

     suitable capacities 
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Our engineering staff has come up with a chart system to allow energized maintenance on 
bisect-angle circuits while reducing equipment damage and increasing personnel safety!   

The capacity of each crane or digger derrick is calculated and a specific application chart (go/ 
no-go gauge) for most conductor sizes and bisect angles is created for each vehicle the jib is 
adapted to.  

This chart is instrumental in detailing the capabilities of  the 
crane/digger and jib combination, thus reducing chance for  
vehicle instability, equipment damage and potential personnel 
safety hazards. The biggest benefit is allowing a new type of         
energized work to be completed, which previously required an 
outage. 

Just one more way we are making live line work safer and 
faster! 
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Ph: 604-807-1478  Fax: 604-676-2492 

 sales@livelinesolutions.com   www.livelinesolutions.com 


